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CHARGERS + ACCESSORIES

Fronius Selectiva
Consumer-grade battery charger for lead-acid batteries: Flooded, calcium, GEL, AGM, EFB

The Fronius chargers from the Selectiva range are desig-
ned for heavy use in the traction industry and can be fit-
ted on all common lead batteries.

All 2 kW, 3 kW, 8 kW, 16 kW devices can be set to the 
maximum given voltage in 2V steps for 2 volt. The opti-
mum charging current for each battery is calculated once 
the capacity is entered, and the battery is then charged to 
the appropriate level, which has a positive effect on the 
service life of the battery. 

The recently developed special RI characteristic makes it 
possible for the 2 kW, 8 kW, 16 kW devices to automa-
tically calculate the voltage, capacity and charge level of 
the battery, and then charge the battery in an optimum, 
energy-saving manner.

These devices have a very high overall level of efficiency 
and save a lot of energy.

�  �Highest Quality

 �Made in Austria

�  ��Active inverter technology

�  �Primary clocked high-frequency device

�  �Short-circuit proof

�  Overload protected

Type Performance Length 
mm

Width 
mm

Heigth 
mm

Weight incl. charging 
and mains line

Protection 
class Mains line Charging 

cable Voltage

Selectiva 1 kW 1 kW 247 88 162 4 kg IP44/IP40 2 m 2,5 m 1 x 230 V AC (+/-15%)

Selectiva 2 kW 2 kW 341 110 198 6 kg IP21 2,5 m 3 m 1 x 230 V AC (+/-15%)

Selectiva 3 kW 3 kW 417 110 198 8 kg IP21 2,5 m 3 m 1 x 230 V AC (+/-15%)

Selectiva 8 kW 8 kW 633 180 344 23 kg IP20 3 m 3 m 3 x 400 V AC (+30%/-10%)

Selectiva 16 kW 16 kW 647 247 392 34 kg IP20 3 m 3 m 3 x 400 V AC (+30%/-10%)

Type

Note: Charging time list at 70 % DOD of mentioned capacity

Battery types 	 All sorts of lead batteries (WET, GEL, AGM ...) 

Charging characteristic	� RI, IUaU, IUIaU 

the right characteristic for any battery  	  

Quality	 Highest Quality, Made in Austria

For the traction application (such as power sweeper)

Item No. Voltage Ampere

Wet batteries (PzS) VLRA-Battery (PzV, 
GiV)

Voltage/ 
Power Type6 h 7 h 8 h 9 h 10 h 11 h 12 h 13 h 14 h 10 h 12 h 14 h

Capacity Ah

Selectiva-A-1020 12 V 20 A 110 135 165 195 225 250 280 300 120 140 160 E230 V / 3 A 1 kW

Selectiva-A-1030 12 V 30 A 160 190 240 300 345 375 420 450 180 200 220 E230 V / 3 A 1 kW

Selectiva-A-2010 24 V 10 A 52 65 80 95 110 125 140 150 55 70 85 E230 V / 3 A 1 kW

Selectiva-A-2015 24 V 15 A 80 100 125 150 170 185 210 225 80 105 120 E230 V / 3 A 1 kW

Selectiva-A-2020 24 V 20 A 110 135 165 195 225 250 280 300 120 140 160 E230 V / 4 A 1 kW

Selectiva-A-2032 24 V 32 A 180 210 260 320 360 400 450 480 190 205 220 E230 V / 8 A 1 kW

Selectiva-A-2040 24 V 35 A 200 230 290 345 395 440 490 525 220 250 280 E230 V / 8 A 1 kW

Selectiva-2040-N 2 V bis 24 V 0 A bis 40 A 225 290 355 415 480 535 600 660 720 225 265 335 E230 V / 8 A 2 kW

Selectiva-2050-N 2 V bis 24 V 0 A bis 50 A 280 365 440 520 595 675 750 825 900 280 330 420 E230 V / 10 A 2 kW

Selectiva-2060-N 2 V bis 24 V 0 A bis 60 A 340 440 530 630 725 800 900 990 1080 340 400 505 E230 V / 12 A 2 kW

Selectiva-2070-N 2 V bis 24 V 0 A bis 70 A 395 510 630 725 840 940 1060 1155 1260 390 460 585 E230 V / 12 A 2 kW

Selectiva-2080-N 2 V bis 24 V 0 A bis 80 A 450 580 700 830 950 1070 1200 1320 1440 445 535 670 E230 V / 15 A 3 kW

Selectiva-2100-N-3KW 2 V bis 24 V 0 A bis 100 A 560 730 880 1020 1190 1350 1500 1650 1800 560 670 830 E230 V / 16 A 3 kW

Selectiva-2100-N 2 V bis 24 V 0 A bis 100 A 560 730 880 1020 1190 1350 1500 1650 1800 560 670 835 400 V / 7 A 8 kW

Selectiva-2120-N-3KW 2 V bis 24 V 0 A bis 120 A 620 805 970 1145 1310 1485 1650 1815 1980 620 740 920 E230 V / 16 A 3 kW

Selectiva-2120-N 2 V bis 24 V 0 A bis 120 A 670 870 1060 1250 1430 1600 1800 1980 2160 670 800 1000 400 V / 8 A 8 kW

Selectiva-2140-N 2 V bis 24 V 0 A bis 140 A 800 1000 1240 1450 1680 1880 2100 2310 2520 780 930 1170 400 V / 9 A 8 kW

Selectiva-2160-N 2 V bis 24 V 0 A bis 160 A 930 1150 1420 1650 1920 2140 2400 2640 2880 900 1170 1350 400 V / 10 A 8 kW

Selectiva-2180-N 2 V bis 24 V 0 A bis 180 A 1010 1305 1595 1875 2150 2407 2700 2970 3240 400 V / 11 A 8 kW

Selectiva-2200-N 2 V bis 24 V 0 A bis 200 A 1120 1450 1770 2080 2390 2675 3000 3300 3600 400 V / 11 A 8 kW

Selectiva-4020-N 2 V bis 48 V 0 A bis 20 A 110 135 165 195 225 250 280 300 320 120 140 160 230 V / 8 A 2 kW

Selectiva-4035-N 2 V bis 48 V 0 A bis 35 A 185 240 290 345 395 445 500 545 595 220 250 280 230 V / 12 A 2 kW

Selectiva-4045-N 2 V bis 48 V 0 A bis 45 A 250 325 400 465 535 400 670 740 810 250 300 375 230 V / 15 A 3 kW

Selectiva-4060-N-3KW 2 V bis 48 V 0 A bis 60 A 310 405 485 575 655 745 825 910 990 310 365 465 230 V / 16 A 3 kW

Selectiva-4060-N 2 V bis 48 V 0 A bis 50 A 340 440 530 630 725 800 900 990 1080 340 400 505 400 V / 8 A 8 kW

Selectiva-4075-N 2 V bis 48 V 0 A bis 75 A 420 545 660 780 890 1015 1125 1240 1350 420 490 620 400 V / 10 A 8 kW

Selectiva-4090-N 2 V bis 48 V 0 A bis 90 A 505 655 795 935 1075 1200 1350 1485 1620 505 600 750 400 V / 11 A 8 kW

Selectiva-4120-N 2 V bis 48 V 0 A bis 120 A 670 870 1060 1250 1430 1600 1800 1980 2160 670 800 1000 400 V / 14 A 8 kW

Selectiva-4140-N 2 V bis 48 V 0 A bis 140 A 800 1000 1240 1450 1680 1880 2100 2310 2520 780 930 1170 400 V / 15 A 8 kW

Selectiva-4160-N 2 V bis 48 V 0 A bis 160 A 870 1085 1345 1575 1825 2040 2280 2508 2740 850 1010 1270 400 V / 16 A 8 kW

Selectiva-8040-N 2 V bis 80 V 0 A bis 40 A 225 290 355 415 480 535 600 660 720 225 265 335 400 V / 9 A 8 kW

Selectiva-8060-N 2 V bis 80 V 0 A bis 60 A 340 440 530 620 720 800 900 990 1080 340 400 505 400 V / 12 A 8 kW

Selectiva-8075-N 2 V bis 80 V 0 A bis 75 A 420 545 660 780 890 1015 1125 1240 1350 420 490 620 400 V / 15 A 8 kW

Selectiva-8090-N 2 V bis 80 V 0 A bis 90 A 495 635 770 910 1040 1170 1300 1430 1570 480 580 720 400 V / 15 A 8 kW

Selectiva-8120-N 2 V bis 80 V 0 A bis 120 A 670 870 1060 1250 1430 1600 1800 1980 2160 670 800 1000 400 V / 25 A 16 kW

Selectiva-8140-N 2 V bis 80 V 0 A bis 140 A 800 1000 1240 1450 1680 1880 2100 2310 2520 780 930 1170 400 V / 28 A 16 kW

Selectiva-8160-N 2 V bis 80 V 0 A bis 160 A 930 1150 1420 1650 1920 2140 2400 2640 2880 900 1170 1350 400 V / 30 A 16 kW

Selectiva-8180-N 2 V bis 80 V 0 A bis 180 A 1000 1250 1550 1790 2090 2330 2610 2870 3130 970 1260 1460 400 V / 30 A 16 kW




