ENERGY STORAGE BATTERY - GEL DEEP CYCLE SERIES
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Storage Period(months)

Discharge Current 25°C

Volts 12V
Capacity(25°C) 20 hours rate (0.6A) 12Ah
Discharge Gurrent 1 hours rate (6.6A) 6.8Ah
H o]
Testing(28°C) 3 hours rate (3A) 9.5Ah
Internal Resistance | Full Charged Battery 25°C 11mQ
40°C 104%
Capacity Affected 25% 100%
By Temperature
0°C 83%
-15°C 65%
Capacity After 3 Months Storage| 91%
RemdungsOCg)pacny Capacity After 6 Months Storage | 82%
Capacity After 12 Months Storage| 65%
Initial Charging Current Less
Charge |Cycle (25°C) Than 3.6A
(Constant Voltage 14.5~14.9V
Voltage)

Float (25°C)

Charge Voltage 13.6~13.8V

Weight (Approx)

3.68Kg

*The above are average and data obtained from the firsr 3 charge/discharge

cycles. These are not minimum values.
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ENERGY STORAGE BATTERY - GEL DEEP CYCLE SERIES

Constant voltage charging characteristics

Cycle service life in relation to the depth of discharge
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Constant Current Discharge Characteristics (A, 25°C)

F.VITime | 5min | 10min | 15min | 30min | 60min 2h 3h 5h 8h 10h 20h
9.60V 55.86 | 36.81 | 27.21 | 15.18 | 8.31 4,58 3.12 2.16 1.43 147 0.67
10.2V 53.14 | 34.66 | 25.92 | 14.61| 7.98 | 4.51 3.08 2.13 1.42 1.16 0.66
10.5V 51.70 | 34.09 | 25.49 | 14.18 | 7.82 4.47 3.05 2.12 1.41 1.15 0.65
10.8V 49.84 | 32.94 | 24.78 | 13.89| 7.58 4.43 3.02 2.09 1.40 1.14 0.64

Constant Power Discharge Characteristics (Watt, 25°C)

F.V/Time | 5min | 10min [ 15min | 30min [ 60min | 2h 3h 5h 8h 10h | 20h
9.60V 623.01| 415.34| 310.79(173.30| 96.24 | 53.56 | 37.09 | 25.78| 17.33 | 13.92 | 7.76
10.2V 592.94 | 390.99| 295.04( 167.57| 92.38 | 52.85 | 36.52 | 25.49 | 17.04 | 13.85 7 g
10.5V 575.75| 383.83| 290.74| 161.84| 90.52 | 52.28 | 36.24 | 25.21 | 16.67 | 13.77 7.71
10.8V 555.70| 370.94| 282.15( 158.98| 87.79 | 51.70 | 35.95| 24.92| 16.90 | 13.75 7.65

Capacity Factors With Different Temperature
Battery Type —20°C | —10°C 0°C 5°C 10°C 20°C 25°C 30°C 40°C 45°C
GEL 0, o, 0, 0, 0, 0, 0, 0, 0, 0,
Béttary 12V 50% 70% 83% 85% 90% 98% 100% | 102% | 104% | 105%

* The above are average and data obtained from the firsr 3 charge/discharge cycles. These are not minimum values.
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ZHANGZHOU HUAWEI POWER SUPPLY TECHNOLOGY CO.,LTD.

5= Add:Industrial District of Lieyu Town, Yunxiao County, Zhangzhou-363300,Fujian, China
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Tel:+86-596-8991888 E-mail:huawei-battery@vip.163.com Http://www.huawei-battery.com
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